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PRODUCT USE:
TRU-CORE® Millwork Preservative 
Concentrate is a patented blend of 
synergists, stabilizers, penetration carriers, 
water repellents and wood preservative 
ingredients developed for the protection of 
wood products in above ground exposures. 
TRU-CORE® Millwork Preservative was 
developed to protect millwork, window and 
door parts, siding, trim, weatherboard, 
joinery and other wood products from 
decay and rot damage.  TRU-CORE® Millwork 
Preservative can be used in the treatment of 
pine and non-pine sash and other millwork
components to meet the Hallmark program 
of the WDMA.

TRU-CORE® Millwork Preservative is a 
penetrating, non-solvent, wood stable, 
paintable, water repellent wood 
preservative. It can be used to meet or 
exceed the WDMA Industry Standard for a 
water repellent wood preservative (WDMA 
Standard I.S.-4). It stabilizes wood against 
the effects of moisture and reduces 
dimensional changes that can cause 
swelling, warping and splitting. 

PREPARATION:
This concentrate must be diluted before 
use.  Add 5 parts of water to one part of 
concentrate while mixing.  The Millwork 
Buffer Concentrate may also be added for 
the full benefits of the TRU-CORE®
Penetration Process. Contact Kop-Coat 
directly for mixing instructions.  

Machine, cut, glue and sand wood as 
desired before treating. Do not use over 
previously finished or stained wood 
without stripping off the old finish. Do not 
use steel wool. Wood must be clean and 
dry before treatment. The temperature of 
the treating solution, wood and 
surrounding air must be above 60°F 
(15.6°C).  Apply by immersion, flood coat, 
roll coat, spray or brush per label 
suggestions. Do not use high pressure 
spray. Any surface cut after the first 
treatment should be re-treated in 

accordance with WDMA IS-4.  Millwork and 
other items to be painted should be 
treated to achieve a maximum retention of 
active ingredients. The treatment should 
be completely dry before glazing, painting, 
or varnishing or further processing. Allow 
24 to 48 hours under average temperature 
and humidity conditions for drying. Forced 
heat drying is a good method to accelerate 
drying. Some species and types of wood 
products may take longer to dry.   

Contact Kop-Coat for recommended 
concentration, application and penetration 
procedures to help you achieve your 
treatment.

PRODUCT ACCEPTANCE:
This is an EPA Registered product (EPA Reg. 
No. 92617-19).

This product is recognized by WDMA for its 
Hallmark Certification Program.

For control of insect damage, we 
recommend effective termite control 
products such as Timbertreat® ICP-5 and 
Timbertreat® N-98 to be combined with 
this product for use in Termite Hazard 
Zones. 

The use of Millwork Buffer Concentrate in 
the treating solution is recommended to 
inhibit the wood acids and promote deep 
penetration of the wood preservative 
ingredients as developed for the patented 
TRU-CORE® Penetration Process. 

Contact Kop-Coat for mixing 
recommendations of insect control 
products and Millwork Buffer Concentrate. 

PACKAGING: 
Bulk tank truck
Bulk totes
55 gallon drums

PHYSICAL PROPERTIES:

Weight per Gallon 8.5 lb/gal
Flash Point >200°F
% VOC 6.5%
Freeze/Thaw Stable Yes
Min. Storage 
Temperature

40°F

Max Storage 
Temperature

100°F

Physical properties of end-use treatments 
will vary based on additives and other 
components added to the solution. 

*Check with local authorities on VOC 
designations. 

QUALITY CONTROL & QUALITY 
ASSURANCE:
Active ingredient concentration of 
solutions may be monitored by use of 
TANO® titration kits, x-ray fluorescence 
methods as well as HPLC. 

Independent labs can conduct analyses for 
you. Kop-Coat also offers analytical 
services for its products to help you 
maintain your program.  Contact your local 
Kop-Coat specialist for additional QA/QC 
information.

STORAGE & DISPOSAL:
Store and dispose of the product in 
accordance with all Federal, State and local 
laws and regulations.   See product label for 
additional information.

ENVIRONMENTAL, HEALTH & SAFETY:
Refer to the products label and Material 
Safety Data Sheet for this information.

Patented and Patent Pending

TRU-CORE® Millwork Preservative Concentrate
Water Repellent Wood Preservative Concentrate
Dilute before using

For Industrial Use Only


